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EFFECTIVE DATE NOTE: At 75 FR 28160, May
13, 2010, §571.5 was amended by revising para-
graph (1)(4), effective May 13, 2013. For the
convenience of the user, the revised text is
set forth as follows:

§571.5 Matter incorporated by reference.

* * * * *

(1) * % %

(4) SAE Recommended Practice J211/1, re-
vised March 1995, ‘‘Instrumentation for Im-
pact Test—Part 1—Electronic Instrumenta-
tion” into §§571.202a; 571.208; 571.218; 571.403.

* * * * *

§571.7 Applicability.

(a) General. Except as provided in
paragraphs (c¢) and (d) of this section,
each standard set forth in subpart B of
this part applies according to its terms
to all motor vehicles or items of motor
vehicle equipment the manufacture of
which is completed on or after the ef-
fective date of the standard.

(b) [Reserved]

(c) Military vehicles. No standard ap-
plies to a vehicle or item of equipment
manufactured for, and sold directly to,
the Armed Forces of the United States
in conformity with contractual speci-
fications.

.............................................. 571.3

(d) Ezxport. No standard applies to a
vehicle or item of equipment in the cir-
cumstances provided in section
108(b)(b) of the Act (156 U.S.C. 1397
0)(5)).

(e) Combining nmew and used compo-
nents. When a new cab is used in the as-
sembly of a truck, the truck will be
considered newly manufactured for
purposes of paragraph (a) of this sec-
tion, the application of the require-
ments of this chapter, and the Act, un-
less the engine, transmission, and drive
axle(s) (as a minimum) of the assem-
bled vehicle are not new, and at least
two of these components were taken
from the same vehicle.

(f) Combining new and used components
in trailer manufacture. When new mate-
rials are used in the assembly of a
trailer, the trailer will be considered
newly manufactured for purposes of
paragraph (a) of this section, the appli-
cation of the requirements of this
chapter, and the Act, unless, at a min-
imum, the trailer running gear assem-
bly (axle(s), wheels, braking and sus-
pension) is not new, and was taken
from an existing trailer—

(1) Whose identity is continued in the
reassembled vehicle with respect to the
Vehicle Identification Number; and
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(2) That is owned or leased by the
user of the reassembled vehicle.

[33 FR 19703, Dec. 25, 1968. Redesignated at 35
FR 5118, Mar. 26, 1970, and amended at 36 FR
7855, Apr. 27, 1971; 38 FR 12808, May 16, 1973;
40 FR 49341, Oct. 22, 1975; 41 FR 27074, July 1,
1976]

§571.8 Effective date.

(a) Firefighting vehicles. Notwith-
standing the effective date provisions
of the motor vehicle safety standards
in this part, the effective date of any
standard or amendment of a standard
issued after September 1, 1971, to which
firefighting vehicles must conform
shall be, with respect to such vehicles,
either 2 years after the date on which
such standard or amendment is pub-
lished in the rules and regulations sec-
tion of the FEDERAL REGISTER, or the
effective date specified in the notice,
whichever is later, except as such
standard or amendment may otherwise
specifically provide with respect to
firefighting vehicles.

(b) Vehicles built in two or more stages
vehicles and altered vehicles. Unless Con-
gress directs or the agency expressly
determines that this paragraph does
not apply, the date for manufacturer
certification of compliance with any
standard, or amendment to a standard,
that is issued on or after September 1,
2006 is, insofar as its application to in-
termediate and final-stage manufactur-
ers and alterers is concerned, one year
after the last applicable date for manu-
facturer certification of compliance.
Nothing in this provision shall be con-
strued as prohibiting earlier compli-
ance with the standard or amendment
or as precluding NHTSA from extend-
ing a compliance effective date for in-
termediate and final-stage manufactur-
ers and alterers by more than one year.

[70 FR 7435, Feb. 14, 2005]

§571.9 Separability.

If any standard established in this
part or its application to any person or
circumstance is held invalid, the re-
mainder of the part and the application
of that standard to other persons or
circumstances is not affected thereby.

[33 FR 19705, Dec. 25, 1968. Redesignated at 35
FR 5118, Mar. 26, 1970]

§571.10

§571.10 Designation of seating posi-
tions.

(a) Application. This section applies
to passenger cars, trucks, multipurpose
passenger vehicles, and buses manufac-
tured on or after September 1, 2010.
However, paragraph (b) of this section
does not apply to trucks and multipur-
pose passenger vehicles with a gross ve-
hicle weight rating greater than 10,000
1bs, school buses, police vehicles as de-
fined in S7 of Standard No. 208 (49 CFR
571.208), firefighting vehicles, ambu-
lances, or motor homes. To determine
the number of passenger seating posi-
tions in school buses, see S4.1 of Stand-
ard No. 222 (49 CFR 571.222).

(b) Number of designated seating posi-
tions. The formula for calculating the
number of designated seating positions
(N) for any seat location with a seating
surface width greater than 330 mm (13
inches) is as follows:

(1) For seat locations with a seating
surface width, as described in para-
graph (c), of less than 1400 mm (55.2
inches): N = [Seating surface width (in
mm)/350] round down to the nearest
whole number;

(2) For seat locations with a seating
surface width, as described in para-
graph (c), greater than or equal to 1400
mm (55.2 inches): N = [Seating surface
width (in mm)/450] round down to the
nearest whole number.

(c) Seating surface measurement. (1) As
used in this section, ‘‘seating surface
width” is the maximum width of a
seating surface measured in a zone ex-
tending from a transverse vertical
plane 150 mm (5.9 inches) behind the
front leading surface of that seating
surface to a transverse vertical plane
250 mm (9.8 inches) behind that front
leading surface, measured horizontally
and longitudinally.

(2) Adjacent seating surfaces are con-
sidered to form a single, continuous
seating surface whose overall width is
measured as specified in (c)(1) of this
section, unless

(i) The seating surfaces are separated
by:

(A) A fixed trimmed surface whose
top surface is unpadded and that has a
width not less than 140 mm (5.5 inches),
as measured in each transverse vertical
plane within that measurement zone,
or
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